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CLCN3  polyclonal antibody 

Catalog: BS77263 Host: Rabbit Reactivity: Mouse, Rat 

 

BackGround: 

This gene encodes a member of the voltage-gated chlo-

ride channel (ClC) family. The encoded protein is present 

in all cell types and localized in plasma membranes and 

in intracellular vesicles. It is a multi-pass membrane pro-

tein which contains a ClC domain and two additional 

C-terminal CBS (cystathionine beta-synthase) domains. 

The ClC domain catalyzes the selective flow of Cl- ions 

across cell membranes, and the CBS domain may have a 

regulatory function. This protein plays a role in both 

acidification and transmitter loading of GABAergic syn-

aptic vesicles, and in smooth muscle cell activation and 

neointima formation. This protein is required for lyso-

phosphatidic acid (LPA)-activated Cl- current activity and 

fibroblast-to-myofibroblast differentiation. The protein 

activity is regulated by Ca(2+)/calmodulin-dependent 

protein kinase II (CaMKII) in glioma cells. Multiple al-

ternatively spliced transcript variants encoding different 

isoforms have been identified.  

Product: 

1mg/ml in PBS with 0.02% sodium azide, 50% glycerol, 

pH7.2 

Molecular Weight: 

Refer to figures 

Swiss-Prot: 

P51790 

Purification&Purity: 

The antibody was affinity-purified from rabbit antiserum 

by affinity-chromatography using epitope-specific im-

munogen and the purity is > 95% (by SDS-PAGE). 

Applications: 

WB,1:500 - 1:1000 

Storage&Stability: 

Store at 4°C short term. Aliquot and store at -20°C long 

term. Avoid freeze-thaw cycles. 

Modification: 

Unmodification  

DATA: 

 

Note: 

For research use only, not for use in diagnostic procedure. 

 


